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Explosion-proof LED Lighting

BZD130 Series Explosion-proof LED Lighting      

 

BZD130        

J: Emergency 
H: Junction box 
Mounting type 
x: Ceiling, g: Pendant, b1: Bracket 30 ; b2: Braket 90, h: Fence, f: Flange 
Rated power 
Design No. 
Explosion-proof LED lighting 

Model Lamp Power(W) Emergency Power(W) Explosion Protection Voltage Protection
BZD130-20J 20 6
BZD130-30J 30 6
BZD130-40J 40 6
BZD130-20 20 ---
BZD130-30 30 ---
BZD130-40 40 ---
BZD130-50 50 ---
BZD130-60 60 ---
BZD130-80 80 ---
BZD130-100 100 ---
BZD130-120 120 ---

AC90~264V
50/60Hz

AC180~264V
50/60Hz

IP66

J(E)

I

II

III

Ex db IIC T5 Gb
Ex tb IIIC T95  Db

 

Suitable for using in explosion hazardous environment, IP Code: IP66
Ex-Mark: 
Ex db IIC T5 Gb, Ex tb IIIC T95  Db

II 2 G Ex db IIC T5 Gb, II 2 D Ex tb IIIC T95  Db
 
ATEX Number: LCIE 17 ATEX 3062 X 
IECEx Number: IECEx LCIE 17.0072X
 

�
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EAC Number: KZ.7500361.22.01.03206



BZD130-Ⅰ BZD130-Ⅱ BZD130-Ⅲ
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Dimensions and Photometry

Model

Dimensions

Photometric Curve
cd/1000lm

BZD130-J(E)

Technical Parameters

IEC 60079-0, IEC 60079-1, IEC 60079-31

EN60079-0, EN60079-1,  EN60079-31

Compliance Standard

      

Luminous efficiency: 110lm/W
Power factor: 0.95 
Color temperature: 5500K~6500K 
Color rendering index: Ra>75 
IP Code: IP66 
Corrosion resistance: WF2 

Ambient temperature: -40 Ta +40  
Emergency device parameters 
Charging time: 24h 
Emergency start time: 0.25s 
Emergency lighting time:  90min 
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Cable entry: G3/4"
Cable outer diameters: �9mm~�14mm 

BZD130 Series Explosion-proof LED Lighting
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Outline and Mounting Dimensions
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Unit: mm
Model A B C D E F

BZD130-20J
BZD130-30J
BZD130-40J
BZD130-20
BZD130-30
BZD130-40
BZD130-50
BZD130-60
BZD130-80
BZD130-100
BZD130-120

401 686 302 665 470 485

401 686 284 652 470 483

345 630 240 605 414 465

377 662 272 637 446 497

Junction Box Install Size

Hole
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No. Description Remarks
1 BZD130 Explosion-proof LED lighting
2 Explosion-proof union BHJ-G3/4" C User equip
3 Ex junction box AH-G3/4" (IIC/tD) No request no equip
4 Explosion-proof  union BHJ-G3/4" B User equip
5 Straight pipe G3/4"X300mm Send with products
6 Bend pipe 150° G3/4"X300mm Send with products
7 CC type rigging screw M6 Send with products
8 Chain (L=450mm) Send with products
9 Expand bolt M6 Send with products

10 Bend pipe 90° G3/4"X500mm Send with products
11 Elbow components In the Package
12 Flange lamp pole G1-1/4" Send with products
13 Fence lamp pole G1-1/4" Send with products
14 U clamp G1-1/4" User equip
15 Junctioin box AH-G3/4" (IIC/tD) No request no equip

BZD130 Series Explosion-proof LED Lighting


